HIGHLIGHTS

Powered by Intel Xeon® W-
3400 & W-2400 Processors
and DDR5 ECC RDIMM for
exceptional performance and
reliability.

Supports up to 2 NVIDIA®
Quadro RTX™ 6000 ADA
for powerful 2D/3D
rendering and Al
workloads.

4 PCle 5.0/4.0 x16 and 1
PCle 4.0 x4 slots for
maximum expandability
and future-proofing.

Dual onboard 2.5GbE LAN for
ultra-fast, high-bandwidth, and
low-latency connectivity.

Supports up to 2 PCle 4.0
M.2 slots, 2 SlimSAS slots
and 4 SATA 6Gb/s ports for
extensive storage options
and high-speed data
transfer.

Rich 1/0 options including
USB 20Gbps Type-C, USB
10Gbps Type-C and Type-
A for versatile
connectivity.

ASUS Control Center
Express: Real-time IT
monitoring and
management software for
enhanced data protection

Independent software vendor
(ISV) certification for validated
reliability and compatibility with
key a J)Iications_
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Pro ET7001 W7
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Professional workstation powered
by Intel Xeon® W-3400 & W-2400
Processors

.

CHIPSET
W790

Powerful performance with Intel Xeon® W-3400 & W-2400 Processors

Professional workstation powered by Intel Xeon® W-3400 & W-2400 processors, DDR5 ECC RDIMM,
dual 2.5GbE LAN, up to 2 NVIDIA® Quadro RTX™ 6000 ADA graphics, supports up to 2 PCle 4.0 M.2
slots, 4 SATA 6Gb/s ports, USB 20Gpbs Type-C, 1300W power supply, vPro compliance and ASUS
Control Center Express.

ECC R-DIMM Memory Support

Pro ET7001 W7 boasts a robust design featuring eight R-DIMM DDR5 memory module slots with ECC
support, to improve the prevention of system crashes and data corruption, thereby ensuring that a
workstation remains reliable and responsive for professional demands.

Graphics card support
Pro ET7001 W7 supports NVIDIA Quadro RTX graphics cards, making it the perfect workstation for
content creators, media streamers and professional designers

Dual Intel® 1226-LM 2.5 Gb Ethernet

Featuring dual onboard 2.5G LAN ports powered by the cutting-edge Intel® 1226-LM Ethernet
controller, the Pro ET7001 W7 makes short work of multi-terabyte transfers and provides server-
grade connectivity with low-latency.

High Capacity Storage - M.2 PCle 4.0 and SIimSAS slots

Dual onboard M.2 slots, allowing user to run smoothly among PCle 4.0 SSD storage devices for
massive 1/O bandwidth and speedy data transfers. Besides, Pro ET7001 W7 also features two
SIimSAS ports for connecting industrial SSD drives, servers and networking equipment.

Improved productivity with ASUS Control Center Express

Pro ET7001 W7 comes with ASUS Control Center Express, real-time IT monitoring and management
software designed for business that improves productivity and enhances security and can help
prevent unauthorized access and data leaks.

Independent software vendor (ISV) certification

Independent software vendor (ISV) software is becoming an important factor to users in variety
of industries. ASUS works in close partnership with ISV vendors, such as Adobe and Autodesk,to
test and verify compatibility. This ensures ASUS workstations are reliable and highly effective for
users in different fields.




Pro ET7001 W7

CPU 1 x Socket LGA4677
Intel® Xeon® W-3400 & W-2400 Series Processors

Chipset Intel® W790 Chipset

Memory 8 x DIMM slots, Max 1TB, DDR5 4800/4400 MHz,ECC RDIMM
* Actual memory frequency differs from Intel CPU types and memory module. Please check Intel official site for more detail about the
memory types supported by each CPU.

Expansion Slots Total: 5
Location-1: PCle x16 slot (Gen 5.0 x16 link)
Location-2: PCle x16 slot (Gen 5.0 x16 link)
Location-3: PCle x16 slot (Gen 5.0 x16 link)
Location-4: PCle x4 slot (Gen 4.0 x4 link)
Location-5: PCle x16 slots (Gen 5.0 x16 link)

GPU support Up to 2 GPU cards

Storage Storage Controller:
Intel® W790 Chipset
4 x SATA3 6Gb/s ports
1 x M.2_1 socket3, up to 22110 type (PCle Gen 4.0 x4 link), from PCH
1 x M.2_2 socket3, up to 2280 type (PCle Gen 4.0 x4 link), from PCH
SlimSAS_1 slot supports PCle 3.0 x4 mode NVMe device
SlimSAS_2 slot supports PCle 4.0 x4 & SATA mode device
* Supports Intel® Virtual RAID on CPU (Intel® VROC) and Intel Volume Management Device (Intel®VMD)
** Intel® VROC Technology supports PCle/SATA RAID 0/1/5/10.

LAN 2 x Intel® 1226-LM 2.5GbE LAN
Audio Realtek ALC1220P 7.1 Surround Sound High Definition Audio CODEC
Front1/0 Ports 1 x USB 20Gbps Type-C® port

2 x USB 10Gbps ports
2 x USB 2.0 port

1 x Headphone port
1 x Microphone port

Rear 1/0O Ports 2 x USB 10Gbps ports (1 port at Type A, 1 port at Type C®)
2 x USB 5Gbps ports
4 x USB 2.0 ports
2 x LAN ports (RJ45)

1 x 7.1-channel Audio I/O ports (5+1 Audio jacks)
1 x BIOS FlashBack™ button

Switch / LED Front:
1 x Power Switch/LED
1 x Reset Switch
1 x HDD Access LED
1 x Fan speed switch (Full speed/by fan profile setting)
Back:
1 x BIOS FlashBack
Power Supply 750W 80PLUS GOLD Single Power Supply, 100-240V, 9-4.5A, 50/60Hz, Class |
1300W 80PLUS Platinum Single Power Supply, 110-240Vac, 15-7A, 50/60Hz, Class |

Form Factor 435mm x 225mm x 535mm
17.13" x 8.86" x 21.06"
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